Use for: Aus32,Urea,Water,Diesel, Qil
Pump Design: Diaphragm

Flow Rate: 34L/Min or 3GPM

Duty Cycel: Continue

Wetted Parts: Housing -——----—-——— Polyproplyene
Diaphragm----————-EPDM
Check Vavle—————————— Viton
Check Vavle Spring---- 316 stainless steel
Motor shaft--—- 316 stainless steel

Port type: 3/4 INLET AND OUTLET

Operating Pressure: 40PSI (3Bar) Maximum ’

Switch Setting: YES

Self-Priming: Up to 4M Vertically (S
Liquid Temperature: 60°C Maximum -
Motor Type: AC Motor 330W FOR 220V G
Net weightis 6kg Gross weight is 6.5kg

Open Flow | Pressure Connection Check J
Model Volts

L/Min on / off In out valve

GP30012 12V 34 30PSI 1inch 1inch viton
GFP30024 24V 34 30FPSI 1inch 1inch viton
GP30230 230V 34 30PSI 1inch 1inch viton
GP40230 230V 40 30PSI 1inch 1inch viton
GP50230 230V 50 30PSI 1inch 1inch viton
GP30115 115V 34 30PSI 1inch 1inch viton
GP40115 115V 40 30PSI 1inch 1inch viton
GP50115 115V 50 30FPSI 1inch 1inch viton
Open Flow | Pressure Connection Check

Model Volts

L/Min on / off In out valve

GP30012H 12V 34 30PSI 1inch 1inch viton

| GP30024H 24V 34 30PSI 1inch 1inch viton
GP30230H 230V 34 30PSI 1inch 1inch viton
GP40230H 230V 40 30FPSI 1inch 1inch viton

| GP50230H 230V 50 30PSI 1inch 1inch viton
GP30115H 115V 34 30PSI 1inch 1inch viton
GP40115H 115V 40 30PSI 1inch 1inch viton

| GP50115H 115V 50 30PSI | 1inch 1inch | wviton |




